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AND PEIRCE SCHOOL PLAYGROUNDS 


Stratton School, 180 Mountain Ave 
Bishop School, 25 Columbia Road 
Peirce School, 85 Park Avenue Extension 
Arlington, Massachusetts, 02474 
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WARNER LARSON 


LANDSCAPE ARCHITECTS 


130 WEST BROADWAY, BOSTON MA 02127 
617.464.1440 warnerlarson.com 


SURVEYOR 


ROBER SURVEY 
10724 MASSACHUSETTS AVENUE 
ARLINGTON, MA 02476 
(781) 648-5533 


ABBREVIATIONS LIST: 
ADJ ADJACENT 

BC BOTTOM OF CURB 

CB CATCH BASIN 

CIP CAST IN PLACE 

CLF CHAIN LINK FENCE 
CONC CONCRETE 

cP CENTER POINT 

DET'L DETAIL 

DIA DIAMETER 

DIM DIMENSION 

DWG DRAWING 

EA EACH 

EQ EQUAL 

EX EXISTING 

EXP EXPANSION 

FIN FINISH 

GA GAUGE 

GALV GALVANIZED 

GRAN GRANITE 

HT HEIGHT 

JT JOINT 

LA LANDSCAPE ARCHTIECT 
LOW LIMIT OF WORK 

LP LIGHT POLE 

MAT'L MATERIAL 

MAX MAXIMUM 

MH MANHOLE 

MIN MINIMUM 

NIC NOT IN CONTRACT 
NTS NOT TO SCALE 

OC ON CENTER 

OD OUTSIDE DIAMETER 
PC POINT OF CURVATURE 
PIP POURED IN PLACE 
POB POINT OF BEGINNING 
POC POINT OF CONNECTION 
PSF POUNDS PER SQUARE FOOT 
PSI POUNDS PER SQUARE INCH 
PTD PAINTED 

PVMT PAVEMENT 

REINF REINFORCED 

REQ REQUIRED 

SF SQUARE FEET 

SIM SIMILAR 

STL STEEL 

TC TOP OF CURB 

TYP TYPICAL 

VERT VERTICAL 

VIF VERIFY IN FIELD 
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JOHN A. BISHOP ELEMENTARY 


SCHOOL PLAYGROUND 
TOPOGRAPHIC PLAN 
IN 


ARLINGTON, MA 
UNDERGROUND UTILITIES WERE COMPILED FROM 
AVAILABLE RECORD PLANS OF UTILITY COMPANIES (MIDDLESEX COUNTY) 
AND PUBLIC AGENCIES AND ARE APPROXIMATE ONLY. SCALE: 1"= 10’ DATE: FEBRUARY 9, 2022 


BEFORE DESIGN AND CONSTRUCTION CALL "DIG SAFE” 
1-800-322-4844. SOME DATA IS CONFLICTING 
AND CAN ONLY BE VERIFIED BY EXCAVATION. 
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PEIRCE SCHOOL PLAYGROUND 
@ 
& TOPOGRAPHIC PLAN 


IN 
ARLINGTON, MA 
(MIDDLESEX COUNTY) 

SCALE: 1"= 10’ DATE: JANUARY 26, 2022 


UNDERGROUND UTILITIES WERE COMPILED FROM 
AVAILABLE RECORD PLANS OF UTILITY COMPANIES 
AND PUBLIC AGENCIES AND ARE APPROXIMATE ONLY. 
BEFORE DESIGN AND CONSTRUCTION CALL “DIG SAFE” 
1-800-322-4844. SOME DATA IS CONFLICTING 

AND CAN ONLY BE VERIFIED BY EXCAVATION. 
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UNDERGROUND UTILITIES WERE COMPILED FROM 
AVAILABLE RECORD PLANS OF UTILITY COMPANIES 
AND PUBLIC AGENCIES AND ARE APPROXIMATE ONLY. 
BEFORE DESIGN AND CONSTRUCTION CALL "DIG SAFE” 
1-800-322-4844. SOME DATA IS CONFLICTING 

AND CAN ONLY BE VERIFIED BY EXCAVATION. 
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R&D PLAY EQUIPMENT 


P&P SWINGS 


P&P EXISTING WEB 
CLIMBER, R&D EXISTING 
ROPES TO BE REPLACED 


TREE PROTECTION 


R&D LANDSCAPE TIMBERS 


P&P CATCH BASIN 


SITE PREPARATION NOTES: 


1. EXISTING CONDITIONS INFORMATION IS FROM A SURVEY PERFORMED BY ROBER SURVEY, ARLINGTON, MA, 
ON FEBRUARY 9, 2022. 


2. CONTRACTOR SHALL REMOVE ALL EXISTING STRUCTURES, FOOTINGS, PAVEMENT, WALKS, WALLS, STAIRS, 
TREES, SHRUBS, ETC. NECESSARY TO COMPLETE THE WORK UNDER THIS CONTRACT. ALL ITEMS, INCLUDING 
BUT NOT LIMITED TO; STRUCTURES AND RELATED FOOTINGS, SITE AMENITIES, FENCES AND FENCE FOOTINGS 
LOCATED WITHIN THE LIMIT OF WORK LINE SHALL BE REMOVED AND LEGALLY DISPOSED OF UNLESS NOTED 
OTHERWISE. 


3. ITEMS TO BE SALVAGED SHALL BE STORED ON-SITE WITHIN CONSTRUCTION FENCING AND SHALL BE 
PROTECTED FROM DAMAGE DURING CONSTRUCTION. 


4. SALVAGE ALL SITE SIGNAGE REQUIRED TO BE REMOVED BY THE WORK OF THIS PROJECT, AND PROVIDE TO 
OWNER'S REPRESENTATIVE. DISPOSE OF FOOTINGS AND DAMAGED POSTS. REINSTALL SALVAGED SIGNS 
WHERE DIRECTED BY THE LANDSCAPE ARCHITECT IN THE FIELD USING NEW APPROVED FENCE-MOUNTING 
HARDWARE, AND POSTS WHERE REQUIRED. 


5. EXISTING FOUNDATIONS AND BELOW GRADE REMAINS OF THE FORMER FOOTINGS SHALL BE REMOVED TO 
ACCOMMODATE THE PROPOSED IMPROVEMENTS AND FINISH GRADES. ABANDON-IN-PLACE ANY FOUNDATIONS IF 
ENTIRE REMOVAL IS UNNECESSARY FOR THE PROPOSED IMPROVEMENTS. 


6. CONTRACTOR SHALL NOTIFY DIGSAFE (1-888-DIG-SAFE) AND VERIFY UNDERGROUND UTILITIES PRIOR TO 
EXCAVATION. 


7. CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE CAUSED TO ROADS, WALKS, UTILITIES, SITE 
IMPROVEMENTS, EXISTING OR PROPOSED, DAMAGED BY THIS PROJECT. 
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R&D 
8. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY DISCREPANCIES TO THE 
LANDSCAPE ARCHITECT PRIOR TO STARTING WORK. Ras 
9. ALL WORK SHALL COMPLY WITH ALL LOCAL AND STATE REGULATORY AGENCIES’ REQUIREMENTS. ae 
10. CONTRACTOR SHALL PROTECT ALL TREES TO REMAIN WITHIN THE LIMIT OF WORK. 
11. STRIP AND STOCKPILE ALL TOPSOIL ON SITE FOR AMENDMENT AND REUSE. ASSUME 6" OF TOPSOIL IS 
AVAILABLE FOR HARVESTING AT MAINTAINED LANDSCAPE AREAS. 
—$ >. 
12. FURNISH AND INSTALL TEMPORARY CONSTRUCTION FENCING TO SECURE LIMIT OF WORK AREAS AND 
STORED MATERIALS AND EQUIPMENT FROM UNAUTHORIZED ACCESS. 
EEE ++ 


13. ALL EXPOSED AREAS TO HAVE EROSION CONTROL PROTECTION PER SPECIFICATION. 


14. ALL STOCKPILED SOIL TO BE COVERED. 





15. CONTRACTOR TO MAINTAIN EMERGENCY EGRESS FROM ALL EXTERIOR DOORS. 
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SITE PREPARATION NOTES: 
1. EXISTING CONDITIONS INFORMATION IS FROM A SURVEY PERFORMED BY ROBER SURVEY, ARLINGTON, MA, ON JANUARY 26, 2022. 


LOW LOW 


2. CONTRACTOR SHALL REMOVE ALL EXISTING STRUCTURES, FOOTINGS, PAVEMENT, WALKS, WALLS, STAIRS, TREES, SHRUBS, ETC. NECESSARY 


TO COMPLETE THE WORK UNDER THIS CONTRACT. ALL ITEMS, INCLUDING BUT NOT LIMITED TO; STRUCTURES AND RELATED FOOTINGS, SITE 
AMENITIES, FENCES AND FENCE FOOTINGS LOCATED WITHIN THE LIMIT OF WORK LINE SHALL BE REMOVED AND LEGALLY DISPOSED OF UNLESS 


NOTED OTHERWISE. 


3. ITEMS TO BE SALVAGED SHALL BE STORED ON-SITE WITHIN CONSTRUCTION FENCING AND SHALL BE PROTECTED FROM DAMAGE DURING 


CONSTRUCTION. 


4. SALVAGE ALL SITE SIGNAGE REQUIRED TO BE REMOVED BY THE WORK OF THIS PROJECT, AND PROVIDE TO OWNER'S REPRESENTATIVE. 


DISPOSE OF FOOTINGS AND DAMAGED POSTS. REINSTALL SALVAGED SIGNS WHERE DIRECTED BY THE LANDSCAPE ARCHITECT IN THE FIELD 


USING NEW APPROVED FENCE-MOUNTING HARDWARE, AND POSTS WHERE REQUIRED. 


5. EXISTING FOUNDATIONS AND BELOW GRADE REMAINS OF THE FORMER FOOTINGS SHALL BE REMOVED TO ACCOMMODATE THE PROPOSED 


IMPROVEMENTS AND FINISH GRADES. ABANDON-IN-PLACE ANY FOUNDATIONS IF ENTIRE REMOVAL IS UNNECESSARY FOR THE PROPOSED 
IMPROVEMENTS. 


6. CONTRACTOR SHALL NOTIFY DIGSAFE (1-888-DIG-SAFE) AND VERIFY UNDERGROUND UTILITIES PRIOR TO EXCAVATION. 


7. CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE CAUSED TO ROADS, WALKS, UTILITIES, SITE IMPROVEMENTS, EXISTING OR 
PROPOSED, DAMAGED BY THIS PROJECT. 


8. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY DISCREPANCIES TO THE LANDSCAPE ARCHITECT PRIOR TO 


STARTING WORK. 
9. ALL WORK SHALL COMPLY WITH ALL LOCAL AND STATE REGULATORY AGENCIES' REQUIREMENTS. 
10. CONTRACTOR SHALL PROTECT ALL TREES TO REMAIN WITHIN THE LIMIT OF WORK. 


11. STRIP AND STOCKPILE ALL TOPSOIL ON SITE FOR AMENDMENT AND REUSE. ASSUME 6" OF TOPSOIL IS AVAILABLE FOR HARVESTING AT 
MAINTAINED LANDSCAPE AREAS. 


12. FURNISH AND INSTALL TEMPORARY CONSTRUCTION FENCING TO SECURE LIMIT OF WORK AREAS AND STORED MATERIALS AND EQUIPMENT 


FROM UNAUTHORIZED ACCESS. 
13. ALL EXPOSED AREAS TO HAVE EROSION CONTROL PROTECTION PER SPECIFICATION. 
14. ALL STOCKPILED SOIL TO BE COVERED. 


15. CONTRACTOR TO MAINTAIN EMERGENCY EGRESS FROM ALL EXTERIOR DOORS. 
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SITE PREPARATION NOTES: 


1. EXISTING CONDITIONS INFORMATION IS FROM A SURVEY PERFORMED BY ROBER SURVEY, ARLINGTON, MA, 
ON JANUARY 26, 2022. 


2. CONTRACTOR SHALL REMOVE ALL EXISTING STRUCTURES, FOOTINGS, PAVEMENT, WALKS, WALLS, STAIRS, 
TREES, SHRUBS, ETC. NECESSARY TO COMPLETE THE WORK UNDER THIS CONTRACT. ALL ITEMS, INCLUDING 
BUT NOT LIMITED TO; STRUCTURES AND RELATED FOOTINGS, SITE AMENITIES, FENCES AND FENCE FOOTINGS 
LOCATED WITHIN THE LIMIT OF WORK LINE SHALL BE REMOVED AND LEGALLY DISPOSED OF UNLESS NOTED 
OTHERWISE. 


3. ITEMS TO BE SALVAGED SHALL BE STORED ON-SITE WITHIN CONSTRUCTION FENCING AND SHALL BE 
PROTECTED FROM DAMAGE DURING CONSTRUCTION. 


4. SALVAGE ALL SITE SIGNAGE REQUIRED TO BE REMOVED BY THE WORK OF THIS PROJECT, AND PROVIDE TO 
OWNER'S REPRESENTATIVE. DISPOSE OF FOOTINGS AND DAMAGED POSTS. REINSTALL SALVAGED SIGNS 
WHERE DIRECTED BY THE LANDSCAPE ARCHITECT IN THE FIELD USING NEW APPROVED FENCE-MOUNTING 
HARDWARE, AND POSTS WHERE REQUIRED. 


5. EXISTING FOUNDATIONS AND BELOW GRADE REMAINS OF THE FORMER FOOTINGS SHALL BE REMOVED TO 
ACCOMMODATE THE PROPOSED IMPROVEMENTS AND FINISH GRADES. ABANDON-IN-PLACE ANY FOUNDATIONS IF 
ENTIRE REMOVAL IS UNNECESSARY FOR THE PROPOSED IMPROVEMENTS. 


6. CONTRACTOR SHALL NOTIFY DIGSAFE (1-888-DIG-SAFE) AND VERIFY UNDERGROUND UTILITIES PRIOR TO 
EXCAVATION. 


7. CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE CAUSED TO ROADS, WALKS, UTILITIES, SITE 
IMPROVEMENTS, EXISTING OR PROPOSED, DAMAGED BY THIS PROJECT. 
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8. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY DISCREPANCIES TO THE 
LANDSCAPE ARCHITECT PRIOR TO STARTING WORK. 


9. ALL WORK SHALL COMPLY WITH ALL LOCAL AND STATE REGULATORY AGENCIES' REQUIREMENTS. 
10. CONTRACTOR SHALL PROTECT ALL TREES TO REMAIN WITHIN THE LIMIT OF WORK. 


11. STRIP AND STOCKPILE ALL TOPSOIL ON SITE FOR AMENDMENT AND REUSE. ASSUME 6" OF TOPSOIL IS 
AVAILABLE FOR HARVESTING AT MAINTAINED LANDSCAPE AREAS. 


12. FURNISH AND INSTALL TEMPORARY CONSTRUCTION FENCING TO SECURE LIMIT OF WORK AREAS AND 
STORED MATERIALS AND EQUIPMENT FROM UNAUTHORIZED ACCESS. 


13. ALL EXPOSED AREAS TO HAVE EROSION CONTROL PROTECTION PER SPECIFICATION. 
14. ALL STOCKPILED SOIL TO BE COVERED. 


15. CONTRACTOR TO MAINTAIN EMERGENCY EGRESS FROM ALL EXTERIOR DOORS. 
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5. CONTRACTOR SHALL COORDINATE LOCATION OF ALL UTILITIES (LINES, DUCTS, CONDUITS, SLEEVES, FOOTINGS, ETC.) WITH LOCATIONS OF PROPOSED SITE IMPROVEMENTS (WALLS, TREE ROOTBALLS, PROPOSED LIGHTING FOOTINGS, 


ETC.). CONTRACTOR SHALL REPORT ANY DISCREPANCIES TO THE ARCHITECT PRIOR TO CONTINUING WORK. (3 P.|.P. RUBBER SURFACING, REFER 
\L502/ TO L506 FOR COLOR LAYOUT 


6. REFER TO PLANTING PLANS FOR EXTENTS OF SAND-BASED STRUCTURAL SOILS AND AERATION PIPE LAYOUT FOR TREES IN PAVED AREAS. 


7. LOCATE SALVAGED STEPPERS IN FIELD WITH LANDSCAPE ARCHITECT. 4" THICKENED PIP COLOR 
SURFACE IN HIGH WEAR AREAS 


8. OWNER FURNISHED NON-VERBAL COMMUNICATION SIGN W/ POSTS TO BE INSTALLED BY CONTRACTOR FOLLOWING 4/L503, LOCATION TBD IN FIELD WITH LANDSCAPE ARCHITECT. 
(10 \ PERMEABLE CONCRETE ears 
\L502/ UNIT PAVERS L503) 





"Hb OO © 


oe OWNER PURCHASED BACKED BENC 


VERTICAL GRANITE CURB (VGC) 


CAST IN PLACE CONCRETE CURB 


NORTH 


=< CHAIN LINK FENCE 


SCALE: 1"= 10'-0" 
0 5 10' 25 


COPYRIGHT WARNER LARSON, INC. 2022 





WARNER LARSON 


LANDSCAPE ARCHITECTS 


130 WEST BROADWAY, BOSTON MA 02127 
617.464.1440 warnerlarson.com 


STRATTON 
SCHOOL, 
BISHOP 
SCHOOL, AND 
PEIRCE 
SCHOOL 
PLAYGROUNDS 





ARLINGTON 
MASSACHUSETTS 


PREPARED FOR: 
TOWN OF ARLINGTON 
STRATTON SCHOOL 


180 MOUNTAIN AVE, 
ARLINGTON, MA 02474 





BISHOP SCHOOL 
25 COLUMBIA ROAD, 
ARLINGTON, MA 02474 





PEIRCE SCHOOL 
85 PARK AVENUE EXTENSION, 
ARLINGTON, MA 02474 





BID DOCUMENTS 


REVISIONS 





NO. | DATE DESCRIPTION 

















DATE: 2022-04-20 


SCALE: 1"=10'-O" 
JOB#, 22201 
DRAWN BY:  EH/AA 


CHECKED BY: DW 





OTRATTON - 
MATERIALS 
PLAN 








L203 




























































































PC CURVE 7 CURVE6 | PC/POBVGC 

2+75.92 | |= 89° l= 90° 2+40.00 
PT R=10.50' R=10.50' 
2+92.25 L=16.33' L=16.50' 
POINT OF INTERSECTION PT 
3419.25 2+56.50 
ANGLE: 90° LOW LOW es LOW LOW 
POINT OF INTERSECTION FIELD LOCATE . PT 
3+40.17 SALVAGED TIRES 9+28.17 
ANGLE: 145° SITE FURNISHINGS 
POINT OF INTERSECTION =| 
3+50.09 = 
ANGLE: 125° 5 

@ @) 

POINT OF INTERSECTION il ae 
3+71.09 Benen vz 
ANGLE: 124° a 























dinb3 N10 


io NEW STANDARD SWING SET © 


W/ BELT SEATS 























LOW lf 




























PC CURVE 5 


2+22.59 | l= 71° 


R=5.00' 
L=5.58' 


Low 





1 Q'-7" 


PT 











240447 
FIELD LOCATE PC _ END FIELD ACCESS ¢ 
PICNIC TABLES 1#86.75 ||= 36 
ue 0+85.61 
SALVAGED COMMUNITY BOARD R=20.00 
L=12.17' 
PT 
PC CURVE 3 
mee 1472.42 |j= 107° 
FIELD LOCATE ae 





MUSICAL INSTRUMENTS 


L=19.58' 





LOW EE LOY, LOW LOW LOW SS OW ES | OW is | OW Ss Low 


156'-10" 














Lf 

























































































@ cot) = 





| 


ary 
| 
he 


Ee 
os 
















— 


9'.8" 
















































































































MEET EX. FENCE 































PT FIELD ACCES 
0+44,28 | 
T T I 
MoH oe5 | PC FIELD ACCESS CURVE FA2 
MPT | mi 0+40.11 3 = 48° 
: R=5.00' 
f IL PT FIELD ACCE L=4.17' 
ater 0+35.72 
, . bs e —\ 
: Sh —=S Slide | 
a SHOE | 
PIPE ey (SR ‘ 
eer! cLibEDI0 ; 
i UBER —PT 
1+48.67 

































































Sh - = 
Oo} 
: ness : 
POINT OF INTERSECTION- 7 - 
3+85,.26 4 in 
ANGLE: 146° . q — J 
3 Van oe = 
POB CIP CONC CURB 3 7 7 S10 ope La, eS 
0+00.00 a i Law ule / wf 88 24'-11" Q PC FIELD ACCESS | CURVE FA1 
) | 71v a ¥ Bp i 52088) S282 | ee | 0+27.47 [= 48° 
| AT a ae f R100 
| e =10.0 
POB TRACK & c = 7 gn2" aici 
wan 10) 10) J 4 (Sj 
ae van a oe PT TRACK = i POB FIELD ACCESS 
OFF: 5.58'R > FIELD LOCATE Va on Pooh 0+92.60 16 142 
g ON D 100-00 = 0+00.00 
aa0G PAINTED GRAPHICS — — MO} 
ee PC TRACK}CURVE TR2 
CURVE TR5 | PC TRACK 55 [alah 0+85.52 BIKE RACK 
I= 90° 2+20.74 ¢ « dd< dd< q A Y I< 4 5 FINAL LOCATION TBD IN FIEL 
R=7.50 = 5 
Late : PC TRACK | CURVE TR3 | = 
Fed I= 90° PC CURVE 2 
a CURVE TR1 | PC TRACK 1+00.32 
i=36° | 0458.25 PT TRACK R=7.50' 1+39.92 |]=48° 
2+01.57 L=10.92' L=8.75' 
PC CURVE 1 
CURVE TR4 | PC TRACK POINT OF INTERSECTION PT TRACK 1403.67 |I= 78° 
I= 90° 1+89.82 = 0+88.67 0+69.17 R=IS.00 
R=7.50' a ANGLE: 144° L=21.08 
L=11.75' 
LAYOUT NOTES: 


1. | ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE 
LINES FROM WHICH THEY ARE MEASURED UNLESS OTHERWISE NOTED. 


2. THE DIMENSIONS SHOWN ON THE DRAWINGS SHOW DESIGN INTENT AND 
MUST BE FIELD VERIFIED PRIOR TO PREPARATION OF SHOP DRAWINGS. 


3. ALL DIMENSIONS FOR LIGHTS AND SIGNS ARE TO THE CENTERLINE OF 
THE OBJECT UNLESS OTHERWISE NOTED. 


4. PROVIDE EXPANSION JOINTS IN CONCRETE WALKS AT 30' 0.C. AND 
CONTROL JOINTS AT 10'0.C. AS PER SPECIFICATIONS, UNLESS 
OTHERWISE INDICATED ON DRAWINGS. 


5. ALL CURVES SHALL BE SMOOTH, CONTINUOUS RADII. NO STRAIGHT 
SECTIONS OR ABRUPT TRANSITIONS. 


6. | WHERE EDGE OF PAVEMENTS MEET WALLS, THEY SHALL ALIGN WITH 
FACE OF WALL TRUE PERPENDICULAR AND PARALLEL UNLESS OTHER 
ANGLE SHOWN. 


7. CONTRACTOR SHALL STAKE OUT ALL IMPROVEMENTS TO BE APPROVED 
BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. 


8. DIMENSIONS ARE TO EXPOSED FACE OF CURB UNLESS OTHERWISE 
NOTED. 
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LAYOUT NOTES: 


1. | ALLLINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY ARE MEASURED UNLESS OTHERWISE NOTED. 
2. THE DIMENSIONS SHOWN ON THE DRAWINGS SHOW DESIGN INTENT AND MUST BE FIELD VERIFIED PRIOR TO PREPARATION OF SHOP DRAWINGS. 
3. ALL DIMENSIONS FOR LIGHTS AND SIGNS ARE TO THE CENTERLINE OF THE OBJECT UNLESS OTHERWISE NOTED. 


4. PROVIDE EXPANSION JOINTS IN CONCRETE WALKS AT 30' 0.C. AND CONTROL JOINTS AT 10' 0.C. AS PER SPECIFICATIONS, UNLESS OTHERWISE 
INDICATED ON DRAWINGS. 


5. | ALL CURVES SHALL BE SMOOTH, CONTINUOUS RADII. NO STRAIGHT SECTIONS OR ABRUPT TRANSITIONS. 


6. | WHERE EDGE OF PAVEMENTS MEET WALLS, THEY SHALL ALIGN WITH FACE OF WALL TRUE PERPENDICULAR AND PARALLEL UNLESS OTHER 
ANGLE SHOWN. 


7. _ CONTRACTOR SHALL STAKE OUT ALL IMPROVEMENTS TO BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. 


8. DIMENSIONS ARE TO EXPOSED FACE OF CURB UNLESS OTHERWISE NOTED. 
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1. | ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY ARE MEASURED UNLESS OTHERWISE NOTED. 

2. THE DIMENSIONS SHOWN ON THE DRAWINGS SHOW DESIGN INTENT AND MUST BE FIELD VERIFIED PRIOR TO PREPARATION OF SHOP DRAWINGS. 

3. ALL DIMENSIONS FOR LIGHTS AND SIGNS ARE TO THE CENTERLINE OF THE OBJECT UNLESS OTHERWISE NOTED. 

4. PROVIDE EXPANSION JOINTS IN CONCRETE WALKS AT 30' 0.C. AND CONTROL JOINTS AT 10' 0.C. AS PER SPECIFICATIONS, UNLESS OTHERWISE INDICATED ON DRAWINGS. 
5. ALL CURVES SHALL BE SMOOTH, CONTINUOUS RADII. NO STRAIGHT SECTIONS OR ABRUPT TRANSITIONS. 

6. | WHERE EDGE OF PAVEMENTS MEET WALLS, THEY SHALL ALIGN WITH FACE OF WALL TRUE PERPENDICULAR AND PARALLEL UNLESS OTHER ANGLE SHOWN. 


7. CONTRACTOR SHALL STAKE OUT ALL IMPROVEMENTS TO BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. 


8. DIMENSIONS ARE TO EXPOSED FACE OF CURB UNLESS OTHERWISE NOTED. 
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GRADING NOTES: 


= 


CONTRACTOR SHALL STAKE OUT ALL SITE IMPROVEMENTS BOTH HORIZONTALLY AND VERTICALLY IN THE FIELD, AND SUCH STAKEOUT TO BE APPROVED BY THE ARCHITECT PRIOR TO CONSTRUCTION. 


2. SPOT GRADES AND CONTOURS INDICATED ON THE THIS PLAN DESCRIBE FINAL SURFACE ELEVATIONS FOR COMPLETED CONSTRUCTION. 


ow 


ALL CHANGES IN PAVEMENT MATERIALS SHALL BE FLUSH WITH EACH OTHER UNLESS OTHERWISE SHOWN. 


4. IF EXISTING TREE, UTILITIES OR STRUCTURES IMPEDE EXCAVATION ACTIVITIES IN ANY MANNER, CONTRACTOR SHALL INFORM THE LANDSCAPE ARCHITECT AND OWNER PRIOR TO CONTINUING WITH 
CONSTRUCTION ACTIVITIES. 


a 


REGRADED SLOPES SHALL NOT EXCEED 3:1 SLOPE EXCEPT AS SHOWN ON THE PLANS 


6. ALL PAVED WALKWAY AREAS, PLAZAS , CROSSWALKS, HANDICAPPED PARKING SPACES, AND ASSOCIATED ACCESS AISLES AND ACCESSIBLE ROUTES SHALL BE GRADED SUCH THAT THEY ARE IN FULL 
COMPLIANCE WITH THE MASSACHUSETTS ARCHITECTURAL ACCESS BOARD. 


PLANTING NOTES: 


1. |. CONTRACTOR SHALL STAKE PLANT LOCATIONS TO BE APPROVED BY THE ARCHITECT PRIOR TO INSTALLATION. FINAL LOCATIONS TO BE CONFIRMED IN FIELD. 


2. ALL PLANT MATERIAL AND PLANTING PROCEDURES SHALL CONFORM TO THE GUIDELINES ESTABLISHED BY THE "AMERICAN STANDARD FOR NURSERY STOCK" PUBLISHED BY THE AMERICAN 
NURSERYMAN'S ASSOCIATION. 


3. ALL PLANTS SHALL BE BALLED IN BURLAP UNLESS OTHERWISE INDICATED ON THE PLANT SCHEDULE. 


APPROXIMATE LIMIT OF 
WORK LINE 


EXISTING CONTOUR 


PROPOSED CONTOUR 


EXISTING SPOT ELEVATION 


PROPOSED SPOT ELEVATION 


UD == PERFORATED UNDERDRAIN 


BOTANICAL NAME COMMON NAME SIZE REMARKS 
Betula populifolia 'Whitespire' Whitespire Gray Birch 10-12° Ht. B&B 


4. CONTRACTOR SHALL LOCATE AND VERIFY EXISTING AND NEW UNDERGROUND UTILITY LOCATIONS PRIOR TO PLANTING. PLANT SGHEDULE 
DECIDUOUS TREES 
5. CONTRACTOR IS RESPONSIBLE FOR FURNISHING AND SPREADING TOPSOIL (6" MINIMUM FINISHED DEPTH), FINE GRADING AND SEEDING ANY AREAS DESIGNATED ON PLAN AND ANY AREAS DISTURBED 
DURING THE CONSTRUCTION AND NOT OTHERWISE DEVELOPED UNDER THIS CONTRACT BOTH WITHIN AND OUTSIDE OF THE LIMIT OF WORK LINE. BW 
UP 





6. ALL PLANT BEDS SHALL RECEIVE 3" DEPTH OF PINE BARK MULCH EXCEPT AS OTHERWISE SHOWN. 


7. PROVIDE EROSION CONTROL MATTING AT ALL SEEDED SLOPES 3H:IV AND STEEPER AND ALONG BOTTOM OF ALL SWALES IMMEDIATELY AFTER FINE GRADING AND SEEDING. 





Ulmus americana 'Princeton' Princeton American Elm 3" Cal. 


PROPOSED SLOPE 


TOP OF STAIR 
BOTTOM OF STAIR 


TOP OF WALL 
BOTTOM OF WALL 


TOP OF CURB 


BOTTOM OF CURB 


CATCH BASIN 


HIGH POINT 











CP SWALE 45.65 








SAND BASED STRUCTURAL SOIL EXTENTS 


DECIDUOUS SHADE TREE, TYP. 


ORNAMENTAL TREE, TYP. 


EXISTING TREE TO REMAIN, TYP. 


LOAM AND SEED - GENERAL LAWN 
SEE SPECIFICATIONS FOR SEED TYPE 


SCALE: 1"= 10-0" 
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GRADING NOTES: 


PLANTING NOTES: 
1. 


CONTRACTOR SHALL STAKE OUT ALL SITE IMPROVEMENTS BOTH HORIZONTALLY AND VERTICALLY IN THE FIELD, AND SUCH STAKEOUT TO BE 
APPROVED BY THE ARCHITECT PRIOR TO CONSTRUCTION. 


SPOT GRADES AND CONTOURS INDICATED ON THE THIS PLAN DESCRIBE FINAL SURFACE ELEVATIONS FOR COMPLETED CONSTRUCTION. 


ALL CHANGES IN PAVEMENT MATERIALS SHALL BE FLUSH WITH EACH OTHER UNLESS OTHERWISE SHOWN. 


IF EXISTING TREE, UTILITIES OR STRUCTURES IMPEDE EXCAVATION ACTIVITIES IN ANY MANNER, CONTRACTOR SHALL INFORM THE LANDSCAPE 


ARCHITECT AND OWNER PRIOR TO CONTINUING WITH CONSTRUCTION ACTIVITIES. 


REGRADED SLOPES SHALL NOT EXCEED 3:1 SLOPE EXCEPT AS SHOWN ON THE PLANS 


ALL PAVED WALKWAY AREAS, PLAZAS , CROSSWALKS, HANDICAPPED PARKING SPACES, AND ASSOCIATED ACCESS AISLES AND ACCESSIBLE 
ROUTES SHALL BE GRADED SUCH THAT THEY ARE IN FULL COMPLIANCE WITH THE MASSACHUSETTS ARCHITECTURAL ACCESS BOARD. 


CONTRACTOR SHALL STAKE PLANT LOCATIONS TO BE APPROVED BY THE ARCHITECT PRIOR TO INSTALLATION. FINAL LOCATIONS TO BE 


CONFIRMED IN FIELD. 


ALL PLANT MATERIAL AND PLANTING PROCEDURES SHALL CONFORM TO THE GUIDELINES ESTABLISHED BY THE "AMERICAN STANDARD FOR 


NURSERY STOCK" PUBLISHED BY THE AMERICAN NURSERYMAN'S ASSOCIATION. 


ALL PLANTS SHALL BE BALLED IN BURLAP UNLESS OTHERWISE INDICATED ON THE PLANT SCHEDULE. 


CONTRACTOR SHALL LOCATE AND VERIFY EXISTING AND NEW UNDERGROUND UTILITY LOCATIONS PRIOR TO PLANTING. 


CONTRACTOR IS RESPONSIBLE FOR FURNISHING AND SPREADING TOPSOIL (6" MINIMUM FINISHED DEPTH), FINE GRADING AND SEEDING ANY 
AREAS DESIGNATED ON PLAN AND ANY AREAS DISTURBED DURING THE CONSTRUCTION AND NOT OTHERWISE DEVELOPED UNDER THIS 
CONTRACT BOTH WITHIN AND OUTSIDE OF THE LIMIT OF WORK LINE. 


ALL PLANT BEDS SHALL RECEIVE 3" DEPTH OF PINE BARK MULCH EXCEPT AS OTHERWISE SHOWN. 


PROVIDE EROSION CONTROL MATTING AT ALL SEEDED SLOPES 3H:IV AND STEEPER AND ALONG BOTTOM OF ALL SWALES IMMEDIATELY AFTER 
FINE GRADING AND SEEDING. 


LEGEND: 





APPROXIMATE LIMIT OF 


WORKLINE 


EXISTING CONTOUR 


PROPOSED CONTOUR (+) 


EXISTING SPOT ELEVATION 


PROPOSED SPOT ELEVATION 


PERFORATED UNDERDRAIN 
LAWN 


PROPOSED SLOPE 


TOP OF STAIR 
BOTTOM OF STAIR 


TOP OF WALL 
BOTTOM OF WALL 


TOP OF CURB 
BOTTOM OF CURB 


CATCH BASIN 


HIGH POINT 


SAND BASED STRUCTURAL SOIL EXTENTS 


DECIDUOUS SHADE TREE, TYP. 


ORNAMENTAL TREE, TYP. 


EXISTING TREE TO REMAIN, TYP. 


LOAM AND SEED - GENERAL LAWN 
SEE SPECIFICATIONS FOR SEED TYPE 





























PLANT SCHEDULE 

DECIDUOUS TREES QTY =| BOTANICAL NAME COMMON NAME SIZE REMARKS 
Gis 1 Gleditsia triacanthos inermis *Skycole’ TM Skyline Thornless Honey Locust 3" Cal. 

ORNAMENTAL TREES |QTY  |BOTANICAL NAME COMMON NAME SIZE REMARKS 
PS 2 Prunus serrulata 'Kanzan' Kanzan Japanese Flowering Cherry =| 2.5" Cal. 
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GRADING NOTES: 


APPROXIMATE LIMIT OF 


1. CONTRACTOR SHALL STAKE OUT ALL SITE IMPROVEMENTS BOTH HORIZONTALLY AND VERTICALLY IN THE FIELD, AND SUCH STAKEOUT TO BE APPROVED BY THE ARCHITECT PRIOR TO CONSTRUCTION. WORK LINE 


PROPOSED SLOPE 


2. SPOT GRADES AND CONTOURS INDICATED ON THE THIS PLAN DESCRIBE FINAL SURFACE ELEVATIONS FOR COMPLETED CONSTRUCTION. 


TOP OF STAIR 


EXISTING CONTOUR BOTTOM OF STAIR 


3. | ALL CHANGES IN PAVEMENT MATERIALS SHALL BE FLUSH WITH EACH OTHER UNLESS OTHERWISE SHOWN. 


4. IF EXISTING TREE, UTILITIES OR STRUCTURES IMPEDE EXCAVATION ACTIVITIES IN ANY MANNER, CONTRACTOR SHALL INFORM THE LANDSCAPE ARCHITECT AND OWNER PRIOR TO CONTINUING WITH 


CONSTRUCTION ACTIVITIES. TOP OF WALL 


BOTTOM OF WALL 


PROPOSED CONTOUR 


5. | REGRADED SLOPES SHALL NOT EXCEED 3:1 SLOPE EXCEPT AS SHOWN ON THE PLANS 
TOP OF CURB 


6. ALL PAVED WALKWAY AREAS, PLAZAS , CROSSWALKS, HANDICAPPED PARKING SPACES, AND ASSOCIATED ACCESS AISLES AND ACCESSIBLE ROUTES SHALL BE GRADED SUCH THAT THEY ARE IN FULL SriGHorGURS 


COMPLIANCE WITH THE MASSACHUSETTS ARCHITECTURAL ACCESS BOARD. PORTING TREE aden 


PLANTING NOTES: 


PROPOSED SPOT ELEVATION CATCH BASIN 


1. CONTRACTOR SHALL STAKE PLANT LOCATIONS TO BE APPROVED BY THE ARCHITECT PRIOR TO INSTALLATION. FINAL LOCATIONS TO BE CONFIRMED IN FIELD. 


2. ALL PLANT MATERIAL AND PLANTING PROCEDURES SHALL CONFORM TO THE GUIDELINES ESTABLISHED BY THE "AMERICAN STANDARD FOR NURSERY STOCK" PUBLISHED BY THE AMERICAN PERFORATED UNDERDRAIN HIGH POINT 


NURSERYMAN'S ASSOCIATION. 





3. ALL PLANTS SHALL BE BALLED IN BURLAP UNLESS OTHERWISE INDICATED ON THE PLANT SCHEDULE. 


PLANT SCHEDULE 


4. CONTRACTOR SHALL LOCATE AND VERIFY EXISTING AND NEW UNDERGROUND UTILITY LOCATIONS PRIOR TO PLANTING. 


DECIDUOUS TREES BOTANICAL NAME COMMON NAME SIZE REMARKS 
Gleditsia triacanthos inermis *Skycole’ TM Skyline Thornless Honey Locust iCal 


5. CONTRACTOR IS RESPONSIBLE FOR FURNISHING AND SPREADING TOPSOIL (6" MINIMUM FINISHED DEPTH), FINE GRADING AND SEEDING ANY AREAS DESIGNATED ON PLAN AND ANY AREAS DISTURBED 
DURING THE CONSTRUCTION AND NOT OTHERWISE DEVELOPED UNDER THIS CONTRACT BOTH WITHIN AND OUTSIDE OF THE LIMIT OF WORK LINE. 


6. ALL PLANT BEDS SHALL RECEIVE 3" DEPTH OF PINE BARK MULCH EXCEPT AS OTHERWISE SHOWN. 


7. PROVIDE EROSION CONTROL MATTING AT ALL SEEDED SLOPES 3H:IV AND STEEPER AND ALONG BOTTOM OF ALL SWALES IMMEDIATELY AFTER FINE GRADING AND SEEDING. 





LOW i LOW 





SAND BASED STRUCTURAL SOIL EXTENTS 


DECIDUOUS SHADE TREE, TYP. 


EXISTING TREE TO REMAIN, TYP. 


LOAM AND SEED - GENERAL LAWN 
SEE SPECIFICATIONS FOR SEED TYPE 


NORTH 


SCALE: 


LOW a LOW 


MO) eee M01 


q" = 10'-0" 


MO] ee M01 


25) 


COPYRIGHT WARNER LARSON, INC. 2022 





WARNER LARSON 


LANDSCAPE ARCHITECTS 


130 WEST BROADWAY, BOSTON MA 02127 
617.464.1440 warnerlarson.com 








STRATTON 
SCHOOL, 
BISHOP 
SCHOOL, AND 
PEIRCE 
SCHOOL 
PLAYGROUNDS 


ARLINGTON 
MASSACHUSETTS 





PREPARED FOR: 
TOWN OF ARLINGTON 


STRATTON SCHOOL 
180 MOUNTAIN AVE, 
ARLINGTON, MA 02474 


BISHOP SCHOOL 
25 COLUMBIA ROAD, 
ARLINGTON, MA 02474 


PEIRCE SCHOOL 
85 PARK AVENUE EXTENSION, 
ARLINGTON, MA 02474 


BID DOCUMENTS 


REVISIONS 


NO. | DATE DESCRIPTION 








DATE: 2022-04-20 


SCALE: 1"=10'-0" 
Jop#: 22201 
EH/AA 


CHECKED BY: D\W 


DRAWN BY: 


STRATTON - 
GRADING & 
PLANTING 





L403 











TIE WIRES oe 
Pa 9GA,, 12"0.C. > A 
| TOP RAIL TOP RAIL 





HAY BALE 


WARNER LARSON 


LANDSCAPE ARCHITECTS 


130 WEST BROADWAY, BOSTON MA 02127 
617.464.1440 warnerlarson.com 


GUTTER 


CATCH BASIN RIM 











2"x2"x3' STAKES 


















CORNER END OR: 
2 PER BALE (TYP) LINE POSTS STRATTON 
BASE: CONCRETE S 4 OO L 
OR RUBBER 
WEIGHTED ANCHOR C I 
TO STABILIZE FENCE B | S H O Pp 
FILL SPACES BETWEEN TENSION 
BALES WITH 1 1/2" WIRE SCHOOL AN D 
CRUSHED STONE TO FINISH GRADE ; 
“re ALLOW FOR DRAINAGE SECTION A-A PEIRCE 
ELEVATION > A S CG H O O LL 
NOTES: 
1. FABRIC SHALL BE 0.148" GAUGE MIN. WIRE, WOVEN INTO APPROXIMATELY 2" DIAMOND MESH. KNUCKLED SELVAGE TOP AND BOTTOM. 
2. LINE POSTS SHALL BE 1.9" 0.D. END OR CORNER POSTS SHALL BE 2.375" O.D. iP LAYG RO U N DS 
3. THE CONTRACTOR IS RESPONSIBLE FOR SURFACE RESTORATION ONCE THE FENCE IS REMOVED. 
4. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF THE TEMPORARY CONSTRUCTION FENCE AT THE CONCLUSION OF THE PROJECT. 
ARLINGTON 
MASSACHUSETTS 
CONSTRUCTION FENCE 
* SUBGRADE eee PREPARED FOR: 
x 
ROKR ERR ae INSTALL SILT SACK TOWN OF ARLINGTON 






STRATTON SCHOOL 
TYPICAL CATCH BASIN 180 MOUNTAIN AVE, 


ARLINGTON, MA 02474 













BISHOP SCHOOL 
25 COLUMBIA ROAD, 


TREE PROTECTION FENCE 
SEE DETAIL 4/1504 ARLINGTON, MA 02474 





EXISTING TREE TO 
SECTION BE PROTECTED 
NOTES: 
1. INSTALL SILT SACK AT ALL EXISTING CATCH BASINS TO REMAIN. PEIRCE SCHOOL 
85 PARK AVENUE EXTENSION, 
ARLINGTON, MA 02474 





2. WHEN CONTENTS OF SILT SACK REACH HALF WAY UP BAG, REMOVE AND 
DISPOSE OF CONTENTS IN A LEGAL MANNER. IF BAG IS DAMAGED IN ANY 


WAY, DISPOSE OF BAG COMPLETELY AND REPLACE IMMEDIATELY. 2 
ENTERED 





ALIGN WITH DRIP LINE 





CATCH BASIN INLET EROSION PROTECTION 





SCALE: 3/4" = 1'-0" 








TYPES OF WATTLES ' ; 
STAKE WATTLES COIR (COCONUT FIBER) | =— 2M IN—> NOTE: 
CONTINUOUSLY WITH TWO COMPOST 1. ADJUST LOCATION AND DEPTH OF POSTS TO AVOID 
1"X1"X36" WOODEN STRAW TREE ROOTS. 





2. ANY POST ADJUSTMENTS SHALL NOT COMPROMISE 
STABILITY OF FENCE. ADD ADDITIONAL POSTS AS 
NECESSARY TO MAINTAIN RIGIDITY OF FENCE. 


STAKES 4' MAX 0.C. (TYP.) PLAN 


WATTLE 





9" MIN. 


4" MIN. ’ 


BID DOCUMENTS 








4" X 4" WOOD POSTS 


DRIP LINE 


REVISIONS 


mest/// ESS Sara! i ene paneer No. | DATE DESCRIPTION 
Teen SECURELY FASTENED TO 
Lila Ream cite = POSTS/RAILS AROUND 
STRAW WATTLE ENTIRE PERIMETER 
SCALE: 1' = 1'-0" 


; fal 























DATE: 2022-04-20 


SECTION SCALE: AS NOTED 

NOTES 

1. TREE PROTECTION TO REMAIN IN PLACE THROUGHOUT CONSTRUCTION. REMOVE FOR FINAL Jop# 22201 
LANDSCAPE TREATMENT. 

2. ADJUST LOCATION OF TREE PROTECTION WITHIN TREE DRIPLINE ONLY WHEN NECESSARY TO PERFORM DRAWN BY: EH/AA 
WORK SHOWN ON DRAWINGS. 

3. STOCKPILING OF SOILS, STORING OF MATERIALS, PARKING OF VEHICLES OR LOCATION OF TEMPORARY CHECKED BY: DW 


STRUCTURES SHALL NOT OCCUR AT ANY TIME WITHIN THE DRIPLINE OF TREES TO REMAIN. 





LANDSCAPE 
DETAILS 


TREE PROTECTION 





SCALE: 1" = 1'-0" 
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ADJUST DEPTH OF 
12" GRAVEL AT TREE ROOTS 


j ver TO PROTECT TREES 
AREA 










POURED IN PLACE RUBBER 
2" DIA. DRAINAGE HOLES SURFACING, SEE DETAIL 
DRILLED INTO BINDER 

COURSE- 2' 0.C. AND 


BACKFILLED WITH SAND. 


{—. 








2" ASPHALT BINDER COURSE 


8" COMPACTED GRAVEL 
BORROW, SEE SPECIFICATIONS 


COMPACTED SUBGRADE 


VARIES, SEE GRADING PLAN 














NOTE: 

1. SEE P-I-P RUBBER SURFACING DETAIL & 
SPECIFICATIONS FOR POURED IN PLACE 
COLORED RUBBER SURFACE, & RUBBER 
CUSHION COURSE. 


FINISH GRADE 
AGGREGATE IN PAVER 
JOINTS, NO. 8 STONE 


PERMEABLE PAVERS 


BEDDING COURSE, 1/4" OPEN 
GRADED STONE (AASHTO #8) 


AGGREGATE SUB-BASE 
3/4" OPEN GRADED STONE (AASHTO 
#57) INSTALL IN 2" LIFTS 


SAND BASED STRUCTURAL SOIL, 
PLACED IN 6" LIFTS 


SAND 





UNDERDRAINS WHERE 
SHOWN ON GRADING PLANS 


UNDISTURBED SUBGRADE OR 


1. INSTALL PAVER EDGE RESTRAINT IN ALL LOCATIONS COMPACTED BACKFILL 


THAT DO NOT ABUT WALLS, CONCRETE WALKS OR 
CURBS, SEE SPECIFICATIONS 


PERMEABLE CONCRETE UNIT PAVERS 





SCALE: 1"= 1'-0" 
SEE PLAN FOR ABUTTING 


MATERIAL 


EDGE OF PAVEMENT AS 
DIMENSIONED ON PLAN 


CONCRETE UNIT PAVERS 
POLYMERIC SAND SWEPT JOINTS 





—) 
ae ee ae 


ZAG | 


1¥" 


1" SAND SETTING BED 


1 1/2" ASPHALT BINDER COURSE, 


SEE SPECS. %" @ HOLES 24" 0.C. 
FILLED WITH SAND 


8" COMPACTED GRAVEL 
BORROW 


UNDISTURBED SUBGRADE OR 
COMPACTED BACKFILL 






RESET MEMORIAL BRICKS ON ASPHALT 





SCALE: 1" = 1'-0" 
ABUTTING LANDSCAPE AREA 


24" 
FINISH GRADE 


Y/Y > 4— ENGINEERED WOOD FIBER 
‘ 4 a SUBGRADE. REFER 
DY ¥¢ TO SPECS FOR INFILTRATION 
RATE REQUIREMENTS 


NOTE: REQUIRED ENGINEERED WOOD FIBER (E.W.F) SURFACING DEPTH SHALL 
REFER TO PLAYGROUND EQUIPMENT MANUFACTURER FOR FALL HEIGHTS AND 
COORDINATE E.W.F DEPTH TO COMPLY WITH IMPACT ATTENUATION CRITERIA AS 
DESCRIBED IN THE SPECIFICATION 


ENGINEERED WOOD FIBER SAFETY SURFACING 





SCALE: 1" = 1'-0" 
PIP RUBBER SURFACE, TURN DOWN EDGE OF PIP AT 
REFER TO DETAIL LANDSCAPE AREA 
ENGINEERED WOOD 
+36" FIBER SURFACING, 
REFER TO DETAIL 











COMPACTED 
GRAVEL BORROW 


COMPACTED 
SUBGRADE 





SCALE: 3/4" = 1'-0" 


UNLESS 
OTHERWISE 
NOTED ON 


REFER TO PLANS 


1' MIN., DEPTH 
VARIES 


PLAN 


Ae Pe 
FLUSH Va 3 Gy tet 3 


“WHERE CONCRETE PAVEMENT ABUTTS CURBING, THE GRAVEL BORROW BASE 
MUST BE CONTINUOUS FROM THE PAVEMENT THROUGH THE CURBING TO PREVENT 
ANY PERCHED WATER CONDITIONS BENEATH THE CONCRETE PAVEMENT 


REFER TO PLANS FOR 
ABUTTING MATERIAL 


EXPANSION JOINT WHERE 
ABUTTING CONCRETE PAVING 


0" GRANITE CURB 


A 


6" UNLESS OTHERWISE INDICATED 
SAWCUT ADJACENT EXISTING PAVEMENT 


PET PEL INT TTT TTT 
=e; MATERIAL VARIES, SEE PLAN 


SET CURB IN CONCRETE 
CONTINUOUS FRONT & BACK 


COMPACTED GRAVEL BORROW 















& 
S\ oo l& , 
S KR $2 ae COMPACTED SUBGRADE 
YY] 


WS PSA 
8" 6" MIN 





MIN. 


VERTICAL GRANITE CURB 


SCALE: 1" = 1'-0" 





REFER TO PLANS FOR 
ABUTTING MATERIAL 
CAST IN PLACE CONCRETE CURB 


MATERIAL VARIES, SEE PLAN 


a Cy ey F 


Y XY DY ¥X 


SET CURB IN CONCRETE 
CONTINUOUS FRONT & BACK 


COMPACTED GRAVEL BORROW 


COMPACTED SUBGRADE 





FLUSH CAST IN PLACE CONCRETE CURB 





SCALE: 1" = 1'-0" 
NDS PIPE GRATE 
SQUARE/GRAY (PART NO. #773) 
FLUSH SET FLUSH IN CONCRETE COLLAR 


ENCASEMENT 
POURED IN PLACE RUBBER 





7— 6" 


ae 


cUe 
z 7 : 
ST, 
op 


KK SE SS SDR-35 PVC LONG SWEEP 90 DEGREE 
KR ELBOW FITTING 


N WOO 
PPO RIE Yr 
UNSUITABLE MATERIAL AND REPLACE WITH 


GRAVEL BORROW (MASSDOT M1.03.0 TYPE 
"B") COMPACTED IN 6" LAYERS 


6" SDR-35 PVC RISER PIPE 


CONCRETE ENCASEMENT 














| PERFORATED UNDERDRAIN 


WYE FITTING (AS APPLICABLE) 


COMPACTED %" CRUSHED STONE TO 
SPRING LINE OF PIPE 


CLEAN OUT 





SCALE: 1" = 1'-0" 


CONCRETE PAVEMENT 
OR FLUSH CURB WHERE 
INDICATED ON PLAN 


COLOR SBR RUBBER SURFACING EXTENDS TO 
FULL DEPTH OF BASE MAT THICKNESS AT EDGE 


FOR ABUTTING 


MATERIAL 












WEAR AREAS 





BASE DRAINAGE STONE 
Ys" CRUSHED STONE 


PIP RUBBER SURFACING 

FILTER FABRIC 

6" PERF. CPP UNDERDRAIN WHERE 
INDICATED ON PLAN 

COMPACTED SUBGRADE 





NOTES: 


1. 
Z. 
3. 
4. 


RUBBER BASE MAT THICKNESS VARIES. 

MUST MEET CPSC SAFETY REQUIREMENTS. 

PIP EDGE TO SLOPE DOWN TO SUBGRADE WHERE NO CURB/EDGE IS SHOWN ON PLAN. 
1" THICKENED COLOR SURFACE AT HIGH WEAR AREAS (BELOW SWINGS AND EXIT OF 
SLIDE). MIN. AREA TO BE 4°x4'. 


P.I.P. RUBBER SURFACING 


SCALE: 1" = 1'-0" 


1/2" POURED IN PLACE COLORED RUBBER 
SURFACE FLUSH WITH ADJACENT SURFACE. 
1" THICKENED COLOR SURFACE AT HIGH 


PIP RUBBER SURFACING, THICKNESS VARIES 


Ys" CRUSHED STONE, EXTENDS TO BOTTOM OF 


A |B 


EDGE CONDITION WHERE THERE |S 
NO CURB OR ABUTTING STRUCTURE. 
SEE PLAN FOR ABUTTING MATERIAL 


EDGE OF PAVEMENT AS 
WALKS 9".WALKS DIMENSIONED ON PLAN 
- i ASPHALT TOP COURSE 
i ASPHALT BINDER COURSE 
B PAP eet e 
@-0-6-6-6-6-6-6-6->. DENSE GRADED CRUSHED STONE 
COMPACTED GRAVEL BORROW 
SYA Mi LOATH COMPACTED SUBGRADE 


4" 


8" 





SCALE: 1" = 1'-0" 


EXPANSION JOINT, SEE DETAIL. 


MEDIUM BROOM FINISH UNLESS 
OTHERWISE INDICATED (REFER TO 
LAYOUT PLAN FOR DIRECTION) 














SEE 
GRADING 
PLAN FOR 
PROPER 

SLOPE— 


6 X 6, W1.4 X W1.4 WELDED WIRE MESH 


EDGE DETAIL WHERE THERE IS NO CURB OR 
OTHER ABUTTING STRUCTURE 


REFER TO PLANS FOR ADJACENT MATERIAL 
8" COMPACTED GRAVEL BORROW 




















C~RIKQROROQEQKQRES 
SSS SVS Mywwwwyn 
NOTE: COMPACTED SUBGRADE 
ALL JOINTS IN THE CONCRETE PAVING SHALL CONFORM 
WITH THE JOINT PATTERN SHOWN ON THE PLANS. 


CONCRETE WALKWAY PAVING 





SCALE: 1" = 1'-0" 


1/8" WIDE SAWCUT CONTROL JOINT, 
1/4" SLAB THICKNESS, SEE SPECS 


SPECIFIED SEALANT TO MIN. 4" DEPTH 
1/2" WIDE FULL DEPTH EXPANSION JOINT, 
WITH WATERPROOF SEALANT, SEE SPECS 
12" EXPANSION SLEEVE, WAXED TO 
PREVENT BONDING 


#6 SMOOTH DOWEL, 2'-0" LONG, 18" 0.C.; GREASE ONE 
END, DEPTH: SET IN MIDDLE OF CONCRETE PAVING 


CONCRETE PAVEMENT, SEE DETAIL 





EXPANSION JOINT INSTALLATION NOTES: 


Ae 


2; 


3. 


DOWEL IS TYPICAL AT ALL EXPANSION JOINTS WITHIN CONCRETE PAVING AND BETWEEN 
CONCRETE PAVING AND CONCRETE STAIRS. 
DELETE EXPANSION SLEEVE AND DOWEL WHERE JOINT ABUTS WALL, CURBS, OR OTHER 


VERTICAL SURFACES. 


EXPANSION JOINTS MAX. 30'-0" 0.C. UNLESS SHOWN OTHERWISE. 


CONTROL JOINT INSTALLATION NOTES: 


1, 





CONTROL JOINTS 10'-0" 0.C. UNLESS SHOWN OTHERWISE ON DRAWIINGS. 


EXPANSION JOINT 


SCALE: 1" = 1'-0" 








6" HEIGHT VERTICAL 
GRANITE CURB 


TRANSITION CURB, 
LENGTH VARIES, REFER 
TO LAYOUT PLAN 


6" WIDE FLUSH CURB 


TRANSITION CURB 





SCALE: 1/2" = 1'-0" 
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DATE: 2022-04-20 


SCALE: AS NOTED 


JOB# 22201 
DRAWNBY: EH/AA 


CHECKED BY: DW 





LANDSCAPE 
DETAILS 





L502 











2-11" 




















| 0): an BIKE RACK 





MOUNTING FLANGE 





MR CONCRETE PAD 











si I 


OWNER PURCHASED BIKE RACK 





SCALE: 1" = 1'-0" 













VIF 


SALVAGED TIRE 


PIP RUBBER 


SURFACING 


LANDSCAPE ARCHITECT 


RESET SALVAGED TIRE 





SCALE: 1/2" = 1'-0" 







METAL BENCH LEG 
MOUNTING FLANGE 
ANCHOR BOLT 


(2 CONCRETE PAD 





SCALE: 1" = 1'-0" 


CUT DECAYING WOOD FROM 
ae EXISTING 6"X6" POST, V.1I.F. 


Ae" +— 


Ys" DIA. HOLE FOR 
DOWEL, TYP. 


» Sok 













ab KNIFE PLATE 


STANDOFF PLATE 
CONCRETE PAD 









(2 
\i502/ 





ANCHOR BOLTS 


NOTE: INSTALL PER MANUFACTURER'S INSTRUCTIONS 


RESET COMMUNITY SIGN 





SCALE: NTS 





PIP RUBBER SURFACE, 
REFER TO DETAIL Pa 


+12" 





NOTES: 


1. 


EXPANSION BOLTS, MIN 
SIX (6), THREE PER SIDE. 





PICNIC TABLES SHALL HAVE 
EITHER 8 SEATS OR6 SEATS. 
REFER TO PLANS FOR 
LOCATIONS OF 6-SEAT TABLES 
AND 8-SEAT TABLES. 


. TABLES ON PAVERS SHALL BE 


INSTALLED USING LONGER SS 
ANCHOR BOLTS EXTENDING 
THROUGH THE PAVERS AND 
INTO 12"X12"X24" CONC. 
BLOCK BELOW. CONTRACTOR 
TO OWN ELONGATED ANCHOR 
BOLT ATTACHMENT. 


3/8" X 1 1/4" S.STL. 
CGE BOLT W/ 
WASHER 

& THIN LOCKNUT 


4'-2" - DIM VARIES FOR 6-SEAT TABLE 


3'-8" - DIM VARIES FOR 6-SEAT TABLE 











1 1/2" SCH 40 STL PIPE —. ie 


CONCRETE PAD OR 














PAVERS, REFER TO 
PLANS 




























OWNER PURCHASED PICNIC TABLE 


SCALE: 1" = 1'-0" 


[— 1" X 4" (NOM.) SLATS 


- 1" SQ X 13 GA STL TUBE 

















[~ 2" X 4" (NOM.) SLATS 





3" THK STL PLATE 





15" X 13 GA STL TUBE 





SURFACE MOUNT ON 
CONCRETE PAD, 
REFER TO PLANS. 





























SCALE: 1" = 1'-0" 


TURN DOWN EDGE OF PIP AT 
LANDSCAPE AREA 


ABUTTING LANDSCAPE 
AREA, REFER TO PLAN 

AND CIVIL DOCUMENTS 
FOR DETAILS 


COMPACTED 
GRAVEL BORROW 


COMPACTED 
SUBGRADE 





PIP RUBBER TURN DOWN EDGE 


SCALE: 3/4" = 1'-0" 








4" 


RUBBER KICK MAT 





NOTE: 





14 GA SPUN 


4'-6" 


STL SEAT 


1/4" THK 
STL PLATE 













3/4" SHEET PLASTIC 


ADJACENT MATERIALS 
VARY, REFER TO PLANS 






































SECTION 


1. INSTALL MATS PER MANUFACTURER RECOMMENDATIONS 


RUBBER KICK MAT AT EWF 


SCALE: 1" = 1'-0" 


RESILIENT RUBBER KICK 


WOOD FIBER 


ENGINEERED WOOD FIBER 


SUBGRADE OR 
COMPACTED BACKFILL 


MATS TO BE FLUSH W/ ENG. 





PLAY STRUCTURE 








AS RECOMMENDED BY EQUIPMENT 
MANUFACTURER. 4'-0" MIN. 





NOTES: 
1. FOOTINGS SHALL BE REQUIRED FOR ALL POSTS AND GROUND CONNECTIONS, SEE PLANS. 
2. REFER TO APPENDIX A FOR MANUFACTURER'S INSTALLATION RECOMMENDATIONS. 





OWNER PURCHASED PLAY EQUIPMENT FOOTING 


SCALE: 1" = 1'-0" 





RESET MEMORIAL 


EXPANSION JOINT 
MATERIAL 
AROUND STONE 


CONCRETE PAD 


CRUSHED 
STONE BASE 







SYN 


NOTE: EMBEDDED SECTION OF STONE SHALL NOT CONTAIN ANY TEXT, 
GRAPHICS, OR MATERIAL CONTENT OF MEMORIAL STONE. 


RESET MEMORIAL STONE 





SCALE: 1" = 1'-0" 


14 GA. SPUN 
STL. COVER 


EQ. SPACES 

















a) 10" 
OPENING 











es 




















7% 
STL. BAR 











ees 2 





rl 














32 GAL. 
PLASTIC 
LINER 













































































vy X 3" 
STL. BAR 






























































NOTES: 


LSSNOYOOOOY 
MEMORIAL STONE SALVAGED FROM SITE 


Ys" X 1%" STL. BAR 



























SUPPORT POST 
FINISHED GRADE 
GATE OR FENCE POST SLOPE 
TOP OF FOOTING, LOCATE POST 
SURFACE MATERIAL IN CENTER OF FOOTING 
TO COVER TOP OF 
FOOTING. MINIMUM 
12". REFER TO PLANS 
FOR MATERIAL. FINISHED GRADE 
ROUND CONCRETE 
FOOTING 
SURFACE MATERIAL 4" COVER 
ABOVE TOP OF FOOTING. SEE 
COMPACTED BACKFILL = <7 
GaUNDISTURBED ASSES PLAN FOR SURFACE MATERIAL 
SUBGRADE e| 2 LOK 
O| COG , 4000 PSI ROUND CONCRETE 
| & SSA S FOOTING. SEE SPECIFICATIONS. 
oO “4 
WIDTH VARIES 12"-18". REFER i < SESS : SS 
BE COMMEAIDATIONS POR a SS Ss COMPACTED BACKFILL OR 
FOOTING SIZES SS SS UNDISTURBED SUBGRADE 
SS 
VIGGGINN 
LRAEINIRKAAAAIRACS 
IIYIOYNYNPOS 
4X 0.D. OF POST (12" MIN) 
4X O.D. OF POST (18" MIN) 
CHAIN LINK FENCE FOOTING 






HEIGHT VARIES (SEE PLANS) 


2" 


[ DETAIL 1/L503 











NOTES: 



































































































































































































































Ys" STL PLATE 
%" THK STL PLATE 
Yq" THICK STL PLATE W/ 


1%." DIA ANCHOR HOLES. 
(3 PLACES) 


(2 
(ua) CONCRETE PAD 


5'-Q" 


1. ALL STL. MEMBERS COATED W/ ZINC RICH EPOXY THEN 


FINISHED W/ POLYESTER POWDER COATING. 


2. %"X 3%" EXPANSION ANCHOR BOLTS PROVIDED. 


3. RECEPTACLE FULLY ASSEMBLED AT FACTORY. 


OWNER PURCHASED TRASH RECEPTACLE 





SCALE: 1" = 1'-0" 





SCALE: 1" = 1'-0" 


10'-0" 0.C. MAX. 


BALL STYLE CAP ON ALL END 
AND CORNER POSTS 







We STRETCHER BAR If Ze 


ON ALL END AND 
CORNER POSTS 


CORNER OR 
END POST 





SS ————— 


ts, 





= | 
[| Ie 
Los 





ts, 





|__| 
A ——| 


[— En en eee 
7 AV 


| Piers 
Peeeen Seeaees, KY PITTI" 


| 
= 
| 
— 
= 
a 
E 
all 
i 
Dd 





TOP RAIL: COUPLING MAX. 
18" FROM LINE/END POST 


% DIAMOND REVEAL, 
KNUCKLED SELVAGE 


TIE WIRE @ 12" 0.C. 


LINE POST; SPACE EVENLY 
BETWEEN END POSTS 


ADDITIONAL HORIZONTAL RAILS 
FOR CLF 6' AND HIGHER 


2" DIAMOND CHAIN LINK 
FABRIC, SEE SPEC 


TIE WIRE @ 12" 0.C. 


BOTTOM RAIL 


FINISHED GRADE MATERIAL 
VARIES 

SURFACE MATERIAL 4" COVER 
ABOVE TOP OF FOOTING. SEE 
PLAN FOR SURFACE MATERIAL 


ROUND CONCRETE FOOTING. 
SEE SPECIFICATIONS. 


= z— COMPACTED BACKFILL OR 


CHAIN LINK FENCE 


SCALE: 1/2" = 1'-0" 


UNDISTURBED SUBGRADE 


1. REFER TO SPECIFICATIONS FOR MATERIAL REQUIREMENTS AND TRUSS RODS AT CORNER/END POSTS 
2. SLEEVE OVER EXISTING POSTS WHERE INDICATED ON PLAN. 
3. LOCATE FABRIC ON FIELD SIDE OF FENCE. 





BASKETBALL POST 








ASPHALT PAVING 


FINISH GRADE 


a COMPACTED GRAVEL BORROW 


CONCRETE FOOTING 
| COMPACTED BACKFILL OR 
om UNDISTURBED SUBGRADE 
[ 3'-0" DIAMETER al 
NOTE: 


SHOP DRAWING SUBMITTAL SHALL INCLUDE DETAIL(S) OF MANUFACTURER'S 


RECOMMENDED INSTALLATION. 


SCALE: 3/4" = 1'-0" 


OWNER PURCHASED BASKETBALL GOAL FOOTING 
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CHECKED BY: DW 
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36" 


30 30: 
29 











COLOR A, TYP. SEE 
SPECIFICATIONS 





























WARNER LARSON 


OUT-OF-BOUNDS 
AREA VARIES, MATCH LANDSCAPE ARCHITECTS 


EXISTING EXTENTS 130 WEST BROADWAY, BOSTON MA 02127 




















































































































































































































































































































































oO Ww 
9 x = FENCE / EDGE OF PAVEMENT SEE LAYOUT Ol See lst0 warnerlarson.com 
NUMBERS S 3S & MATERIALS PLAN 
(WHITE PAINT) 28 
ms S COLOR SEAL COAT SURFACING (2 COLORS) 
NUMBERS 
PAINT LINES SHALL BE 2" WIDE TYP. 
8 (WHITE PAINT) Poe oe WHE ST RATTO N 
uw | COLOR B, TYP. SEE 
7 x = fe SPECIFICATIONS S C H O O L , 
ZO 
z§ BISHOP 
FE uw 
ae) 
Ow 
Se 
Z cE PEIRCE 
COLOR SEALCOAT LEGEND 
Wy 5 NE coos SCHOOL 
7 | COLORB PLAYGROUNDS 
NOTES: A. LAYOUT - BISHOP 
1. SPACING BETWEEN RECTANGLES ARLINGTON 
ARE TO BE .75" WIDE, MASSACHUSETTS 
3 2.FILL COLOR IS TO BE APPROVED ap! eee Ong 
BY LANDSCAPE ARCHITECT, 
3. TEXT TO BE ARIAL. TEXT COLOR Te 
2 Tees 7 AREA VARIES, MATCH PREPARED FOR: 
aa EXISTING EXTENTS 
a 
Sit FENCE / EDGE OF PAVEMENT SEE LAYOUT TOWN OF ARLINGTON 
1 < a & MATERIALS PLAN 
aX STRATTON SCHOOL 
4. LINE PAINT TO BE 1" WIDE, WHITE PAINT SANTECINES SERUM LSA: ARLINGTON, MA 02474 
ACRORciEe SORSE SE UITE 
3, TEXT TO BE STENCIL FONT, PAINTED WHITE COUNTING PYRAMID 2 COE bie BEE BISHOP SCHOOL 
; ——— < Si & SPECIFICATIONS 25 COLUMBIA ROAD, 
ed a 28 ARLINGTON, MA 02474 
QO Ww 
uO 
COUNT TO ORDER aus zg PEIRCE SCHOOL 
KR SCALE: 1" = 1'-0" WL ge 85 PARK AVENUE EXTENSION, 
= 46 == ARLINGTON, MA 02474 
NO 
LINES TO BE 1 1/2" WIDE, COLOR TO COnpR Sen COAETEGENe 
BE RED, SEE SPECIFICATIONS PO coors 
CENTER OF CIRCLE TO TEXT TO BE STENCIL 
REMAIN UNPAINTED FONT, COLOR TO BE RED COLOR B 
: ¢ 
B. LAYOUT - PEIRCE 
i C) 
OOOO0O 
OOO 
12" TYP. 
OO 
OOOOO 
CIRCLE HOPSCOTCH OO000O0 C. KEY LAYOUT - TYP. 
SCALE: 3/4" = 1'-0" BID DOCUMENTS 
NOTES: 
1. LINE PAINT TO BE 1" WIDE, WHITE PAINT BASKETBALL LAYOUT REVISIONS 
45 2. ALL DOTS ARE SOLID AND FILL COLORS TO BE APPROVED BY LANDSCAPE ARCHITECT. == 
t f 3, NUMBER TO BE STENCIL FONT, PAINTED IN COLOR BLUE. NUMBERS GET SMALLER AS SCALE: 1:20 Aiea cso Been 
SPACE NEAR CENTER GETS SMALLER 
45" x 15" 
BASE COUNT SNAIL 
& SD SCALE: 1/4" = 1'-0" 
COLOR A 3 LINES, 
oT | | COLOR D, 
(++ JE: otal SEE SPEC 
to | COLOR B 
a ool DATE: 2022-04-20 
€ 3 ) COLOR C 
COLORA . 
WY 6" x 24" PITCHING SCALE: AS NOTED 
Y COLOR D PLATE MARKING 
Y), JoB# 22201 
LINES, © 
COLOR D, DRAWN BY: EH/AA 
SEE SPEC 
COLORA CHECKED BY: DW 
COLOR B 
2" TYP. 
NUMBERS, 
NOTES: COLOR B COLOR D, LAN D S CAP E 
1. LINES TO BE 1" WIDE. COLOR TO BE WHITE. ; SEE SPEC 
12.5" HOME BASE NUMBERS, D ETAI LS 
2. FILL COLOR IS TO BE APPROVED BY ane: MARKING eerie A 
LANDSCAPE ARCHITECT. 4' TYP.) 4' TYP.) 3 (TYP) 3 (TYP) g 
3. TEXT TO BE ARIAL. TEXT COLOR TO BE 5 
WHITE. A. LAYOUT - PEIRCE B. LAYOUT - BISHOP a 
[ag 
lu 
Zz 
COUNT BY 235 KICKBALL COURT LAYOUT FOUR SQUARE Es L504 
SCALE: 3/4" = 1'-0" SCALE: 1:10 SCALE: 1/4" = 1'-0" 5 
x 
ro) 
oO 








\\ 
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SLOTTED PVC GRATE, 
MECHANICALLY SECURED 
jue TO RISER PIPE 
METAL PAVER — 
TRAY CAST IN PLACE 
CONCRETE CONTINUOUS 
PAVER ON TOP OF 
CONCRETE SET an TREE PLANTING SEE WITH (2) HORIZ #4 REBAR, 
ON MORTAR BED DETAIL TYP. 
TOP OF ROOT 
BELOW 


FINISHED GRADE 
SUSPENDED 3" 
GRATE PERMEABLE PAVERS, SEE 
DETAIL 


BEDDING COURSE, 1/4" OPEN 
GRADED STONE (AASHTO #8) 


AGGREGATE SUB-BASE 
3/4" OPEN GRADED STONE 
(AASHTO #57) 

INSTALL IN 2" LIFTS 


SAND BASED STRUCTURAL 
SOIL, PLACED IN 6" LIFTS 

















Cae ae “7 4" PERF. CPP WRAPPED IN 


fhe SiGe Whe es aca ----| FILTER FABRIC SET INA 


NTL es a ed) CORTE AOA CGA NDA DQ—CL NO) maser te aay | LOOP, SINGLE WALL 








ROOTBALL FIXING SERN ee eye ate en ~ PLANTING SOIL, TYP 





SYSTEM. TREE 
STABILIZING 
SYSTEMS TQ MATCH SAND 
- ROOTBALL VARIES HEIGHT/CALIPER OF 
SPECIRIED TREES ae UNDERDRAINS WHERE 
SECTION SHOWN ON CIVIL DWGS. 





NOTES: 
SCARFIED SUBGRADE, TYP 
1. REFER TO DECIDUOUS TREE PLANTING DETAIL FOR NOTES AND 
ADDITIONAL INFORMATION 


POROUS CONCRETE UNIT 
PAVERS 


= 4 a CAST IRON TRIM RING 
etaratarer22a 
AK. 
: ar ae AY 





5 














SZ 


SHALL BE FIELD CUT TO 
TRAY SIZE AS NECESSARY 


PLAN VIEW 


TREE PLANTING IN POROUS PAVERS 


DO NOT CUT OR DAMAGE 
LEADER, THE CENTRAL TREE 
LEADER IS CHARACTERIZED BY 
ONE MAIN, UPRIGHT TRUNK 


FLAT WOVEN POLYPROPYLENE, 3/4" 
TIE MATERIAL, TO BE REMOVED AFTER 
FIRST YEAR OF GROWTH 


CROWN OF BALL TO BE ABOVE 
FINISHED GRADE, TRUNK FLARE SHALL 
BE READILY VISIBLE 


3" DEPTH COMPACTED BARK MULCH. 
KEEP 3" AWAY FROM TRUNK. 


SET LEADER PLUMB 


2 STAKES PER TREE: MIN. 8' 
LONG 2" X 2" NORTHERN WHITE 
CEDAR STAKES DRIVEN AT 
SLIGHT ANGLE CLEAR OF THE 
ROOTBALL TIGHTEN TO 
VERTICAL WITH . WIDE, FLEXIBLE 
TIE MATERIAL 


FORM 4" HIGH TOPSOIL SAUCER 


—=— TOPSOIL 
BACKFILL IN 9" LIFTS WITH TOPSOIL 





DEPTH OF 
ROOTBALL 






Nw. 








‘ 2 i DS SRO OKO 7 y S 
| AOC } 
ROOTBALL VARIES 
UNDISTURBED SUBGRADE OR REMOVE TOP 12" - 16" OF WIRE BASKET 
COMPACTED FILL 3 X DIA. OF ROOTBALL OR ALL VISIBLE ROPE AND BURLAP 
UNLESS OTHERWISE SPECIFIED BY ARCHITECT BEFORE BACKFILLING 


NOTES: 

SEE SPECIFICATIONS FOR PLANTING, TOPSOIL AND MULCH REQUIREMENTS. 

IF ROOTBALL IS PACKAGED IN "PLASTIC BURLAP" OR TREATED BURLAP, REMOVE BURLAP COMPLETELY. 

DO NOT DAMAGE MAIN ROOTS OR ROOT BALL WHEN INSTALLING TREE STAKE. 

ALL STAKES, GUYWIRES, AND TIES TO BE REMOVED AFTER THE FIRST YEAR OF GROWTH, UNLESS OTHERWISE SPECIFIED BY THE ARCHITECT. 
WATER THOROUGHLY AFTER INSTALLATION AT RATE OF 3-5 GALLONS/INCH CALIPER. 

PROVIDE SLOW RELEASE WATERING BAG AS PER SPECIFICATIONS 

PROVIDE A MINIMUM OF 2 STAKES PER TREE 


Non P wn > 


DECIDUOUS TREE PLANTING 





SCALE: 1/2" = 1'-0" 


TREE PLANTING 
6" EXPANSION GAP LEFT OPEN AROUND Se) TREE OO ROOT EE LeveL 
TREE TRUNK AND FILLED WITH LOOSE WITH TOP GRAVEL. PROVIDE 1 


GRAVEL COVER OVER ROOTBALL 
2" NOMINAL POURED-IN-PLACE 


DRY RUBBER %" GRANULE 
































1" OF LOOSE DRY RUBBER 3%" GRANULE RUBBER SURFACING, THINS TO 1" 
WITH NO BINDER IN AN 18" DIAMETER OVER LOOSE RUBBER 
CIRCLE AROUND TREE TRUNK 
4" MIN. #57 STONE 
CIRCULAR 4" STEEL LANDSCAPE Api eupiateeaike 
EDGING RING INSTALLED IN FLEXIBLE 
¢ VARIES, CONDITION AT 
POROUS PAVEMENT 6-12" BEYOND SIP RUREER SURFACING 
ROOT BALL TO BE USED AS 
SACRIFICIAL BREAK-AWAY RING IN 
CASE OF NEED FOR TREE 
REPLACEMENT 
ADJACENT MATERIAL —7; 
VARIES, CONDITION AT > 
OREO TRUBEER : GEOTEXTILE FABRIC 
oS 
7 PLACE PLANTING SOIL IN 6-8" 
LIFTS, TAMP AND WATER 
BETWEEN LIFTS 
2X ROOTBALL DIAMETER UNDISTURBED SUBGRADE 





SCALE: 1" = 1'-0" 


NOTE: 


1. SIZE TREE STABILIZING SYSTEMS TO 
MATCH HEIGHT/CALIPER OF SPECIFIED 





SCALE: 1/2" = 1'-0" 


SEED LAWN, SEE PLANS FOR 
TYPE AND SPECIFICATIONS 












SCALE: 1/2" = 1'-0" 


ROOTBALL FIXING SYSTEM PLAN 


SCREENED TOPSOIL, ROLLED 
THICKNESS 





ee UNDISTURBED SUBGRADE OR 
3mm ST. STL. CABLE COMPACTED BACKFILL, SEE 
ROOT BALL SPECIFICATIONS FOR 
PROTECTION MESH NOTE: COMPACTION REQUIREMENTS 
TREE REFER TO SPEC SECTION 32 92 00 TURF AND GRASSES FOR SEEDING SEASON. IF SEEDING 

D-MAN CELL OPERATIONS ARE COMPLETED AFTER THE FALL PLANTING SEASON, THEN MAINTENANCE SHALL 

9-WAY RATCHET CONTINUE INTO THE FOLLOWING SPRING, OR UNTIL FINAL ACCEPTANCE, AT NO COST TO THE OWNER. 
TENSIONER 


SEEDED LAWN 





SCALE: 1/2" = 1'-0" 
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PIP COLOR A, TYP. 


PIP COLOR B, TYP. 
PIP COLOR C, TYP. 





































































| IS GRADE — 
fae le 
38 








PIP ENLARGEMENT - PEIRCE 


SCALE: 1" = 10'-0" 


pp ONY. "+ ot 
Py 196". STEEL. || : zl * cL 


ype | wg t . 
} ceag, PANEER ne Reg ae BORE HE ae ee cerns 


a a ee 
a a 
(MAGE 
RACH PANE | 5 
orig ead 
~ 
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LEGEND: 


<<] PIP COLOR A 


sth 
























































PIP COLOR D 





PIP COLOR C, TYP. 


PIP COLOR D, TYP. 























PIP COLOR D, TYP. 
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PIP COLOR A, TYP. 






















































































































































































































































































































































































































































































































































































































































+ v PIP COLORA 
ae = PIP COLOR C, TYP. PIP COLOR B, TYP. 
— —ss0— — —— — —. sssa— — — —se0— — \ 
1S SS SSeS — — ta Fe me 
PIP COLOR B ae vk gees ae re 
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PIP COLOR C, TYP. 


PIP COLOR B, TYP. 


P.|.P. RUBBER SAFETY SURFACING, MINIMUM THICKNESS sehen 


2.5" THICKNESS (4' FALL HEIGHT) 


3.0" THICKNESS (5' FALL HEIGHT) 


3.5" THICKNESS (6' FALL HEIGHT) 


4.0" THICKNESS (7' FALL HEIGHT) 


4.5" THICKNESS (9' FALL HEIGHT) 


5.0" THICKNESS (10' FALL HEIGHT) 


6.0" THICKNESS (12' FALL HEIGHT) 
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NOTE: 

MINIMUM THICKNESS ARE APPROXIMATE AND BASED ON FALL 
HEIGHT OF EQUIPMENT. THE FINAL POURED IN PLACE 
SAFETY SURFACING THICKNESS SHALL BE DETERMINED 
BASED ON FINAL APPROVED PRODUCT AND SHALL BE LESS 
THAN GMAX OF 150 OR HIC 850 AT THE TIME OF 


INSTALLATION, SEE SPECIFICATIONS. 


CONTRACTOR IS RESPONSIBLE TO FURNISH AND INSTALL ALL 
SAFETY SURFACING IN ACCORDANCE WITH CPSC 
STANDARDS AND THE SPECIFICATIONS. 





PIP COLOR B, TYP. 


PIP COLOR C, TYP. 


PIP COLOR D, TYP. 
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PIP COLOR A 
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LZ 


PIP COLOR C 


PIP COLOR D 
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PIP ENLARGEMENT - BISHOP 


SCALE: 1" = 10'-0" 








PIP COLOR A, TYP. 
PIP COLOR B, TYP. 
PIP COLOR C, TYP. 
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PIP ENLARGEMENT - STRATTON 





SCALE: 1" = 10'-0" 





WARNER LARSON 


LANDSCAPE ARCHITECTS 


130 WEST BROADWAY, BOSTON MA 02127 
617.464.1440 warnerlarson.com 


STRATTON 
SCHOOL, 
BISHOP 
SCHOOL, AND 
PEIRCE 
SCHOOL 
PLAYGROUNDS 


ARLINGTON 
MASSACHUSETTS 


PREPARED FOR: 
TOWN OF ARLINGTON 
STRATTON SCHOOL 


180 MOUNTAIN AVE, 
ARLINGTON, MA 02474 





BISHOP SCHOOL 
25 COLUMBIA ROAD, 
ARLINGTON, MA 02474 





PEIRCE SCHOOL 
85 PARK AVENUE EXTENSION, 
ARLINGTON, MA 02474 
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